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BUTTERFLY VALVES

DN 50 - 300, Bare Shaft

SLT

Wafer type butterfly valve suitable for flanges
PN1 0/1 6.
Interchangeable seat with support ring.
Only the disc and seat are in contact with the media.
Valve top according to ISO 521 1 for actuator.

Technical Specification
Shut-off pressure: Max 1 0bar
Face to face dimension: Acc. to ISO 5752-20
Body: Cast iron GJL-200, Epoxy coated
Disc: Stainless steel AISI31 6
Stem: Stainless steel AISI329
Seat: PTFE
Temperature range: 0. . .+1 50°C
ATEX: CE Ex I I 2 GD

DN
50
65
80
1 00
1 25
1 50
200
250
300

ISO521 1
F05/F07
F05/F07
F05/F07

F07
F07
F07
F1 0
F1 0
F1 0

A
232
250
269
292
31 0
343
41 6
468
547

Dimensions
C

1 21
1 30
1 40
1 50
1 63
1 76
21 6
241
275

D
97
1 06
1 1 5
1 25
1 30
1 50
1 83
21 0
250

F
1 4
1 4
1 4
1 7
1 7
1 7
22
22
22

G
6
1 3
20
26
36
49
70
91
1 1 1

H
1 2
1 2
1 2
1 2
1 2
1 2
1 5
1 5
1 5

M
50/70
50/70
50/70

70
70
70

70/1 02
70/1 02

1 02

L
43
46
46
52
56
56
60
68
78

K
7/9
7/9
7/9
9
9
9

9/1 1
9/1 1
1 1

Kg
3
4
4
5
6
7
1 4
1 7
28

Type
SLT0050VHFR-F05
SLT0065VHFR-F05
SLT0080VHFR-F05
SLT01 00VHFR-F07
SLT01 25VHFR-F07
SLT01 50VHFR-F07
SLT0200VHFR-F1 0
SLT0250VHFR-F1 0
SLT0300VHFR-F1 0

Options
Hand lever in steel (P1 /P2)
Pneumatic or electric quarter-turn actuator.

B
1 05
1 25
1 40
1 60
1 90
21 6
271
326
376

PN
1 0
1 0
1 0
1 0
1 0
1 0
1 0
1 0
1 0




